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Introduction

About this Documentation

This installation documentation is aimed at all users and administrators who are in
charge of the installation and maintenance of enaio®.

It serves as useful information on the installation and maintenance of enaio® core
components: enaio® server, enaio® client and the administrative tools for basic
configuration procedures.

This installation documentation complements the system handbooks in which
information on processes, data flows, interactions, structures, and technologies of
enaio® can be found.

In turn, the installation documentation is complemented by our technical
information leaflet 'Hard- and software requirements of enaio®," in which
information on current versions of the operating systems and databases as well as
information on current hardware requirements can be found.

The documents are located under the installation data and can be copied to the
documentation directory of an installation during the installation process.

The technical information leaflet 'Hard- and software requirements of enaio®' can
be found in our partner portal.

Any documentation will be supplied on demand, as well.

Installation Requirements

enaio®

The installation requirements of the enaio” system when installed on a single
computer are the same as the requirements of more complex system installations:
Licenses are required, and hardware and software must be suitable.

For executability of all enaio® components the Microsoft Visual C++ 2008 SP1
Redistributable Package (x86) must be installed. With the Microsoft Visual C++
2008 SP1 Redistributable Package (x86) all runtime components of Visual C++
libraries required for executing applications, which are developed in Visual C++,
are installed at computers not having Visual C++ 2008 implemented.

The Microsoft Visual C++ 2008 SP1 Redistributable Package (x86) is available in
the following languages:

*  Chinese (Simplified)
= Chinese (Traditional)
=  German

* English
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=  French
= TJtalian

= Japanese

=  Korean
=  Russian
* Spanish

Depending on the operating system language the setup will install the German,
English and French Redistributable Packages. Install the Redistributable Package of
the respective language in case another operating system language has been
selected. It can be downloaded it here:

http://www.microsoft.com/en-us/download/details.aspx?id=5582

For languages that are not listed install the English Redistributable Package version
x86. This can be found in the Prerequisite directory of the installation data.

The appendix provides information on installations on systems with code pages
other than Western European.

Installing as Administrator

Please note that you must always be logged in to an administrator account to
perform installations.

If user account control is active, installations must be run via the context menu
option Run as administrator.

Without administrative rights, the setups cannot be completed.

Network, Operating Systems, and Databases

All information on supported operating systems and databases as well as network
requirements can be found in the technical documentation leaflet 'Hard- and
software requirements of enaio®" which is available in our partner portal.

Disabling 8.3 filename creation, recommended by Microsoft to increase file system
performance, will lead to errors.

Microsoft MSXML Parser

Microsoft MSXML parser is needed for all server and client components. You can
install the parser when using setup, but not when installing with an MSI file. To run
the MSXML parser, you need the corresponding Windows rights (read, execute).

Virus Scanner

Antivirus protection has an influence on applications which frequently access the
file system. This concerns particularly memories and caches of the enaio® server,
databases and the e-mail components. It must be ensured in enaio® that working
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and cache areas are only read and described by enaio® components. The use of
virus scanners must therefore be coordinated with the surrounding application
components, and relevant directories must be excluded from scans.

Maintenance mode

If a user runs the installation program of a product that already exists in his user
system, the installation will be run in maintenance mode. The maintenance mode
allows users to change features selected at initial installation and repair installed
features or remove the entire system.

When updating in maintenance mode, not only enaio® components are recognized
but also installed third-party components (see 'Update in Maintenance Mode').

Installation on 64-Bit Systems

Note that, when running the installation on 64-bit systems, the system DSN must
not be created via Control Panel > Administrative Tools > Data Sources (ODBC),
but with the application c: \WINDOWS\SysWOW64\odbcad32.exe

To disable maintenance mode, you can either execute the nomaint.vbs script in
the setup directory or delete the following key with the Windows registry editor

(regedit.exeﬁ

HKILM\Software\Wow6432Node\Microsoft\Windows\CurrentVersion\Uninstall
\ {3aB8aaadc-193c-4aca-8b05-b1a55b993e27}

Installation Data

The enaio® system installation requires installation data and a license file.

The installation data is obtained as a download. It contains all modules necessary
for the installations described below. The installation DVD is obtained together
with the OPTIMAL SYSTEMS license.

MSI packages for installing a local enaio® client, as well as further MSI packages
such as the enaio® MSI package for network installation, are available separately.

The number and type of the purchased licenses can be found in the license
certificate or the file as1ic.dat. The license for enaio® server is only available as a
seat license with a fixed GUID or TCP/IP address. If an enaio® server IP address
changes, a new license file is required. New license files are also required when
purchasing additional licenses.

All information regarding licenses in the documentation is not binding. Only
licensing agreements which have been agreed on contractually are binding.

Installation Procedure
enaio® server

The installation requires a computer that the server is installed on and which allows
database access. The database can either be installed at the same or at a different
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computer. The operating system or the database manufacturer supplies ODBC
drivers which enable communication with the databases. A system DSN is required
for two reasons: first to allow database access through a database user profile with
password and the role 'db_owner', and second to allow database access through the
communication configuration between the server and the database computer.

In enaio® documents are not filed in a database but in the WORK area, which is a
separate file system. This data area of documents can be administered on the server
computer or on another computer.

It is recommended to have the application directory separated from the data
storage location as the document volume may require large amounts of storage
space.

The server installation offers numerous installation possibilities, from a simple
enaio® system that consists of a database and a single application server, to an
enaio® system with several server groups, each running multiple servers.
Descriptions of the individual expansion levels can be found in the System Manual
DMS. If you have any questions about your system, please contact the OPTIMAL
SYSTEMS consulting department.

At any time, it is possible to add further servers and server groups to the enaio®
system without any difficulty.

When installing and extending your enaio® system, note that each server group has
its own data area, while all servers in one group must have access to the same data
area. All servers of all enaio® system server groups access the same database. This
must be taken into account when performing the enaio® server installation,
particularly for information concerning the database.

Servers, core services, and other services should not be installed on computers that
perform central tasks on the Windows network. Company-critical services such as
domain controllers, e-mail servers, or web servers should run separately from
enaio® in order to avoid them interfering with each other in terms of performance
and error security.

Core services

The core services are default components of enaio® and are required for operating
the enaio® platform and a proper functioning of the individual enaio®
components.

The following enaio® components are core services:

enaio® appconnector Ofters flexible access to index and document data.
When used as enaio® detailsviewer, enaio®
appconnector shows index data in external
applications.

Information about installation and configuration can
be found in the 'OS_AppConnector_de.pdf
handbook.
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enaio® documentviewer Creates previews of ECM documents. It also provides
viewing and browsing features for document previews.

Information about installation and configuration can
be found in the Administration manual.

enaio® documentviewer is installed with login as the
local system account, but must run on an account
with administrative rights.

enaio® webservice Integrates external applications with the ECM system.
Information about installation and configuration can

be found in the 'OS_WebService_de.pdf handbook.

enaio® gateway Offers central proxy and authentication features for
other core services.

enaio® gateway is a proxy that is used as a communications interface between the
core services.

Home-URL enaio® server

enaio® client
)

enaio®

documentviewer
HTTP/HTTPS
a io® D ——
enaio” gateway - N
Port:8060 .
enaio

Browser appconnector

r‘_ A b . | N
\r" wr e Port:8080

Port:8070

enaio® webclient e

—

’ f_ )
enaio® search Port:8050 .
enaio®

webservice

|

The core service is a prerequisite for the display of the content and details preview
in enaio® client, for the communication and authentication of core services, and for
the operation of enaio® webclient.

In disparate environments, enaio® gateway must always be installed after all core
services and enaio® webclient, so that enaio® gateway can read the URLs of the
other core services from the server registry.

When installing enaio® gateway together with other core services on a computer,
setup ensures that enaio® gateway is installed as the last core service.

enaio® gateway uses port 80 by default. If this port is not free, a free port must be
specified during installation.

enaio® gateway must be configured to set up the encrypted data transfer (HTTPS),
the authentication method, or operation of enaio® webclient. Detailed information
about this can be found in the administration guide.

In multi-server systems, the core services should only be registered on a server; in
other cases the URL end points of all core services should be unified manually.
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enaio® services and service components
Services and service components are required for central functionalities such as full
text and text recognition.

service-manager Management of the service infrastructure

base Basic services

Coordination of services

extraction Service to extract metadata from files

ocr Service for text recognition with Abbyy FineReader, requires
the 'licence' service

licence Licensing service to manage the Abbyy FineReader license
and the licenses for enaio® webclient

mailstorage Service for e-mail transfer via the Outlook add-in

index Indexing service for full text

search Service for full text search

The services are configured and managed via enaio® services admin. enaio® services
admin can be accessed in browsers via the address '<service-manager-IP>:<Port>".
The default port is '7273."

In addition, the full text component 'Elasticsearch' and the OCR component
'Abbyy FineReader' are installed via setups located in the corresponding
subdirectories of /Microservices.

The names of computers on which enaio® service-manager and services can be
installed may only include the letters 'a' to 'z,' the digits '0' to '9," and the hyphen, in
accordance with international specifications for Internet communications and
protocols (see RFC 952).

enaio® client

The client components consist of administrative tools and enaio® client.

In local installation, the client component files, the network components, and
important system files are installed locally.

In a network installation, a connection to enaio® client is set up on the respective
workstations (see 'Network installation').

enaio® administrator, enaio® enterprise-manager,
and enaio® editor

enaio® administrator, enaio® enterprise-manager, and enaio® editor are
administrative tools.

enaio® administrator, enaio® enterprise-manager and enaio® editor will be
included in the installation by selecting the component 'enaio® : Admin' in the
installation program.
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With enaio® administrator you can manage users and the security system,
templates and applications for Windows document types, archiving, import and
export processes, and much more.

With enaio® enterprise-manager you can manage the security system, the W-
module, the license key, individual servers and server groups, the media for
archiving, and much more.

With enaio® editor you can manage the object definition and design the index data
forms.

It is recommended that you install the administrative tools on the server computer.

enaio® capture

enaio® capture is a specialized workflow application for enaio® which enables a
large number of documents to be captured.

Specific hardware requirements may apply due to high performance scanners and
automatic indexing with barcode and OCR recognition.

Multiple enaio® capture workstations can be set up. Communication takes place
using enaio® server.

Pre-configuration Steps

Once installation is complete, basic configuration steps must be carried out (see
'Basic Configuration Steps').

This includes creating an object definition, defining user access rights and,
optionally, designing workflow models.

Given that you have available an object definition file, an access rights file and a
workflow model file, these data can be imported during installation.

For a great number of industry sectors, OPTIMAL SYSTEMS offers customizable
object definitions.

Data can be alternatively imported from test installations.

If an object definition file is available — and, optionally, also an access rights file and
a workflow process file — these files can be saved to the installation data directory
..Diskl\config.

The directory may include the data as follows:
* asobjdef.xml
Object definition
= userimport.xml
Rights System
*  workflow.xml

Workflow Models
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enaio® Systemtransfer will start automatically after the installation. The tool allows
for importing configuration data.

|
Bitte Altion auswahlen Importdateien auswahlen
| ] I =]
Start Aktion |
Liste der Aktionsfolgen
Altion | Beschreibung | Importdatei | Verauf |
Objelctdefintion Importiert die Objekdefintion mit Datenba DADWPYASET DM Tools OsSystransfer e OK
Berechtigungssystem Importiett Benutzer und Gruppen ins Syst...  DADVPVASE10MTools \OsSystransfer'Re... OK
Workflowmodelle Importiert die Wordlowkonfiguration ins 5...  DADWPVASE10MTools\OsSystransfer'Re... QK
Lste léschen | Start Nﬂions{olgel

The following requirements have to be fulfilled for import:
= enaio® server has been started.

*  An object definition has been imported before importing rights system data
and workflow models.

* A workflow engine must be enabled in order to import workflow models. It is
automatically enabled by setup, but can be manually disabled in
enaio® enterprise-manager.

Run the import by clicking the Run action sequence button.

Communication Components

Although neither enaio® server nor enaio® client needs to be installed on your
workstation, enaio® ServerCommunication allows you to connect to enaio® server
by installing some library files.

Simply run the installation application 0sserverCommunication.exe on the
desired workstation. This file is found in the
..\components\OS[ServerCommunication] dil’eCtOI‘y.

Note that you need to install the Microsoft Visual C++ 2008 SP1 Redistributable
Package corresponding to the operating system's language beforehand.

The relevant installation application can be found in the
.\components\Redistributable directory of your installation data.
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enaio® Versions and Configurations

enaio®

As a rule, configurations are upwards compatible with different enaio® versions,
that is, configurations created in earlier system versions can also be used in later
system versions.

Downward compatibility is by contrast not guaranteed since enaio® platform
developments result in new features and extended configurations. As a
consequence, configurations created in later system versions cannot be used in
earlier system versions.

It is very likely that attempting to import configurations that have been created in
earlier system versions will result in feature settings being lost, format
incompatibility, and/or program errors. Therefore you must pay attention to
system versions when dealing with test, development and productive systems and in
any case abstain from attempting to import and activate configurations which have
been created in later system versions. This applies to configuration files, in
particular to object definitions and workflow models.
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Installation

Component Overview

The following components can be installed with the enaio® setup:

1. Server
2. Core services
2.1. enaio® appconnector
2.2. enaio® documentviewer
2.3. enaio® webservice
2.4. enaio® gateway
3. Client components
3.1. enaio® client
3.2. enaio® administrator
3.3. enaio® capture
3.4. Network setup directory
3.5. TAPI Integration
3.6. enaio® media management
Documentation
E-mail search
enaio® communicator
MS Office macros (enaio® office-utilities)
7.1. MS Word utilities
7.2. MS Word field editor
7.3. MS Word data transfer
7.4. MS Excel utilities
7.5. MS Excel data transfer
7.6. MS PowerPoint utilities
7.7. enaio® e-mail import (enaio® document-storage)
8. enaio® medicine special
8.1. DICOM Store SCP
8.2. CardioSoft integration
8.3. enaio® service recording
8.4. enaio® laboratory module
8.5. enaio® patient finder
8.6. enaio® data set distribution
9. enaio® PDF printer
10. enaio® black-and-white and color printers
11. MDAC 2.60
12. Jet Engine 3.5
13. enaio® exchange
13.1.enaio® exchange-server
13.2.enaio® exchange-admin

N

enaio® service-manager

The following components can be installed with enaio” service-manager via the
setup file 'osservicemanager_setup.exe', located in the directory

\Microservices\OS_ ServiceManager:

1. enaio” service-manager
1.1. Basic: admin, discovery, messaging
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1.2. extraction
1.3. index

1.4. licence

1.5. mailstorage
1.6. ocr

1.7. search

For enaio® service-manager and services, you must specify the installation
directory, name, port, address and port of enaio® server, and technical user with
password.

The names of computers on which enaio® service-manager and services can be
installed may only include the letters 'a' to 'z,' the digits '0' to '9,' and the hyphen, in
accordance with international specifications for Internet communications and
protocols (see REC 952).

The technical user for the services usually requires access rights for all folder,
register, and document types, as well as the system roles 'Server: Switch job context'
and 'Server: Run Ado jobs.'

Distributed Services

If you distribute services across multiple computers, the application-cloud.yml
configuration file must be adapted for enaio® service-manager:

= If further enaio® service-managers are installed without basic services, the
entry for 'defaultZone' must point to the URL of the 'discovery' service.

= If further enaio® service-managers are installed with basic services, the entries
for 'defaultZone' must point to the URLs of all 'discovery' services.

Full Text: Elasticsearch

Full text components are installed via the setup file 'elasticsearch_setup.exe', located
in the directory \Microservices\Elasticsearch.

You must specify the installation directory, port, and index data directory for the
full text component.

For management and updates, the directory of the index data must be located
outside the installation data. However, it should be created on the computer on
which the full text server is installed.

The directory of the index data can be changed via the path.data parameter in the
following configuration file:

..\services\0OS ServiceManager\elasticsearch\config\elasticsearch.yml
Example: path.data: 'C:\VTX\db'

Full text functionality is configured via the 'index' and 'search' services in enaio®
services admin.

URL: <service-manager-IP>:<Port>
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Abbyy FineReader

Installation Structure

Abbyy FineReader is installed via the setup file 'setup.exe’, located in the directory

\Microservices\Finereader.

You will require the SMUA license provided by OPTIMAL SYSTEMS to carry out

the installation.

The SMUA license is managed by the 'licence' service, which must be installed.

In addition, the 'SMU' license must be integrated via enaio® enterprise-manager.

Installation Structure

Based on the selected installation path the setup structures and files all components

in the installation directory.

{8 0SECM O]

File Edit View Favorites Tools  Help

|
I

O Back ~ J - ir 7 ) Search if~ Folders mv
Address |:| C:\Program FilesiOPTIMAL SYSTEMS|OSECM j o
Folders X | Name = Size | Tvpe |
OSECH BN [Dclients File Folder
=l ) dients (Doserver File Falder
) admin [Dsyshackup File Folder
D asindex h__j_testtools File Falder
) dlienk3z pclient_install.ini 1 KB Corfiguration Settings
) lag_client [£] install.lag 316 KB Text Document
£ reader ] 05140409501 42KB S0LFle
B [ server [ 05150209 Fle 17KB FLW File
) CACHE ] 0513020950 44 KB SOLFle
et [ os200309.Fie 1KB FLW File
[ log 05210409l 17KB FLW File
ot ] 05210409501 42KB SOLFie
() ostemp [i=] os230309.Fiw 17KB  FLW File
[ g=hin ) osz30309.50L 42KB SQLFile
1) thirdparty Bserver_install.ini 1 KB  Configuration Settings
[ worK E] wersion, bxk 1 KB  Text Docurnent
I3 sysbackup
= 15 testtaols
) ASTest
I confiamanaaer
4| [3] o | 5

Do not change this structure in order to avoid problems during updates. Only
specify the installation folder when entering paths (e.g. b: \OSECM).

enaio® server

enaio®

Installation Requirements

= Computer hardware meets minimum requirements.

* The operating system has to be installed and meet minimum requirements.

* The logged-in user has administrative rights on operating system level.

* The logged-in user has to have the right to write in the Windows registry.

* The logged-in user has write access to the $Windir%\system32 directory.

Page 16




enaio® Installation enaio® server

* The logged-in user has write access to the installation directory and all
subdirectories, in particular the directories Wwork, Cache, Note, and etc.

= A database system is installed and meets the requirements.
= The database system provides a database that enaio® can use.
= A database user was created with the role 'db_owner'.

» The installation computer provides a system DSN for access to the enaio®
database.

= The required enaio® server licenses have been purchased from OPTIMAL
SYSTEMS.

* The maintenance mode is turned off. To turn maintenance mode off, you can
either execute the nomaint.vbs script in the setup directory or delete the
following key in the Windows registry editor:

HKLM\Software\Microsoft\Windows\CurrentVersion\Uninstall\
{3a8aaadc-193c-4aca-8b05-b1a55b993e27}

Single Server
Install enaio® server in the following way:
1. Start the setup.

The language selection dialog opens.

enaio® - InstallShield Wizard

CK I Cancel |

2. Select a setup language and confirm with OK.
The Welcome dialog will open.

enaio® 8.00
Welcome to the enaio® 8.00 Installation

Click Mest' to install enaio® 3.00 on your computer.

< Back I Mext > I Cancel

3. Click Next.
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The Installation type dialog will open.

enaio® 8.00

Installation type

Flease select the installation type:

Server Inztallation:
g This will install the application server.

Clietit Installation:
Installs enaio® client
or configures your workstation.

Update:
@ Updates your existing installation.

Uszer-defined:
For administrators or experienced uzers anly. You can
zelect and change all zetup optiohs.

| mstallShield

< Back I [ent > I Caticel

4. Select the Server installation radio button.

The Select destination path dialog will open.

enaio® B.00
Select destination path
&
Ern i
enaio® will be installed in the following location:
Destination folder
’7 C:MProgram Files (8650PTIMAL SYSTEMSYOSECHM Browse... |
| Rztallshield
< Back I Mext > I Cancel |

Specify the path where you would like to install enaio® server and
click Next.

The Select components dialog will open, where you can specify the
scope of the installation.
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enaio® B.00

Select components
Chooze the components setup will inztall

Select the components you want ta ingtall, remove the components you do not want ta ingtall

»| [ Description

This will install enaio®
- appoannector application server.

: documentyiewer
 fulltext

: webservices

io® : gateway
05[Exchange]
[105[Excharge] Server

|

| mstallShield

< Back I Mext > I Cancel

5. Select the components to install and click Next.

The Installation directories dialog will open.

Installation directories
Choose the ingtallation directories for the selected components.

Redefine the path for each listed component. However, the default paths are recommended.

i~ Destination folder

CALSOPTIMAL SYSTEMSADSECMserver Browse. . |

IrtallShield

< Back I et » | Cancel |

enaio® server

6. If necessary, set different installation paths for the individual components and

click Next.
The Installation options dialog will open.
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enaio® B.00

Installation options

Select more inzstallation options:

[~ Back up system files

| mstallShield

< Back I Mext > I Cancel |

7. If required, enable system file backup and click Next.
8. The enaio: Server dialog for entering the path to the license file will open.

enaio® 8.00

enaio® : Server

Flease specify the license fles path:

C:iwin32sDigk1

Browse. .. |

| ztallShield

< Back I MHext > I Cancel

9. Enter the License files path and click Next.

The Select service dialog will open, showing the licenses contained
in the license file.

Select service

10.1.4.58dokutest

QK I Cancel |

10. Select the service to be installed and click OK.
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enaio®

11. If the license file contains a service name, which is already used at the
computer, a new service name must be inserted.

Note that the service name must neither contain space characters nor special
characters nor umlauts. Otherwise the installation cannot be performed
correctly.

12. Click the Next button in the relevant dialog.

The Information dialog will open, showing which components are
installed.
enaio® 8.00

Information
Pleaze read the following information. E O

Setup options summary

Installation directory of enaio®
C:%Program Files (#BE0OFTIMAL SYSTERMSYOSECM

Server

Mame of application server service: dokutest
License files path: C:\Users\AdministratorhD eskioph
Destination directory: C:%Program Files [=88)M0PTIMAL SvSTERMSWOSEChihserver

i o

| mztallShield

< Back I Mext > I Cancel |

13. Check the summary and click Next.
The installation is executed.

The Service account dialog will open at the end.

Service account

Enter the user account.

Enter the user account under which the enaio® server service will be installed. User accounts
must be specified as DOMAIN wzer name. |f you want to install the service under the local
system account, no additional infarmation is required.

User name:

ID ShAdrninistrator

Password:

| mtallShield

< Back I Mext > I Cancel |

14. Enter the user name and password of the user account under which the
enaio® server is to be installed.

The user name must be in the format DOMAIN\Username. The domain can
also be the computer name. The installation wizard verifies the accuracy of the

Page 21



enaio® Installation

enaio®

enaio® server

data entered. After three wrong entries, enaio® server can either be installed
with the Windows system account or the installation can be canceled.

Specified users must have either general permissions for service start via Access
Entry in their ACL, or service start permission via the Security Descriptor of the
service. These rights are not verified by the installation wizard.

Every user whose account is used to register a service in the Windows services
administrative tool will automatically receive the corresponding service start
rights.

Note that enaio® server cannot be started correctly if incorrect user data is

entered. Incorrect entries must be corrected manually in the Windows services
administrative tool after the installation.

15.

16.

If the service is to be installed under the local system account, no
input is required.

Click Next.
The Database dialog will open.

- Databaze
DSM [DataSourceMame): IDSdh Select |
Lzer: Isysadm
Pasawond: I seenes
Pazeword [verification): I il

Database system Allg. Parser (ODBC)

~ General

TCP/IP Part: I“-EIDD
Server group name ISE’VE'Q’UPPE1 Server graup I

+ Install new server group

" Ingtall additional server group
= Add server to server group

¢ Additional cluster service

Drata directon
C:\Program Files [x8E8IPTIMAL SYSTEMSAOSECHY J

(u]9 | Cancel I

Enter the following information:
= DSN
You can input the DSN or transfer it to the field using the Select button.
= User
= Password
= Password (verification)
= Database system

= TCP/IP Port
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= Server group name
Click the Server group button and enter a name. As no server group exists
at initial installation, the combo box does not contain any entries.

= Install new server group

* Data directory

When separating the application location from the data location, the data
directory must be selected in the Data directory field. For more
information, refer to the chapter 'Installation Procedure/enaio” server'.

17. Click OK.

You will be prompted to convert the specified server path into
UNC notation. If additional servers are to be added to this server
group at a later date, consider whether this conversion is
necessary. This folder must then be released.

enaio® - InstallShield Wizard

As a path to filing your documents you have chosen C:\Program Files
(x%86)\OPTIMAL SYSTEMS\OSECM\server, If you want to install further
servers in this server group please change the path to UNC notation, Please
note that all server stations must have write access rights for the specified
directory. Should the path be converted to UNC notation?

18. Confirm or reject the UNC conversion with Yes or No.

The required database tables are created and enaio® server is
installed.

19. Click Next.
You are prompted whether the enaio® server service should start.

Question

"-I The archive server was installed successfully. Should it be started
¥ now?

Yes Mo |

20. Confirm the service start with Yes, or decline with No.

The corresponding dialog shows that the installation is completed.
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Installation complete

InstallShield ‘Wizard successfully installed enaio®. Click Finish'
to exit the wizard.

< Back I Finish I Caticel

21. Click Finish.

You are informed that a patch for the enaio® version you've just
installed may be available.

enaio@ .00 E

I.-"' i The installation of enaic® on your computer is complete.
W' A newer version of some features may be available.
B Please contact your software manufacturer to get updates
and patches and run them afterwards.

22. Click OK.

This completes the installation.

Multiple Servers in a Group

The installation of multiple servers in a group requires at least one installed enaio®
server.

The installation of multiple servers in a group differs only in a few steps from the
installation of individual servers and is therefore only described briefly.

Install multiple servers in a group as follows:

1. Start the setup on the installation computer and carry out steps 1 to 15 of the
individual server installation.

The Database dialog will open.
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i~ Database
DS [DataSourcet ame]: IC'Sdt' Select |
User: Is_l,lsadm
Password: IT
Pasaword [verification]: I el

Databaze system Allg. Parser (ODEC] »

~ General

TCPAP Port: |4DDD
Server group name ISE'VB'Q'“DDB1 Server group I

" Inztall new server group

™ Install additional server group
" Add server to zerver group

 Additional cluster service

Drata directary
C:\Pragram Files [x86]IPTIMAL SYSTEMSSOSECMY J

Ok | Cancel |

2. Enter the information as described in step 16 of the individual server
installation, but select an existing server group and the option Add server to

server group.

3. Click OK and continue with the installation until complete (see steps 18 to 22
of the individual server installation).

4. In order to connect clients to servers in a group, adapt the configuration file
asinit.cfg accordingly (see "The Configuration File 'asinit.cfg").

This completes the installation.

Multiple Server Groups
The installation of multiple server groups requires at least one installed enaio®

Server.

The installation of multiple server groups only differs in a few steps from the
installation of individual servers and is therefore only described briefly.
Install multiple server groups as follows:

1. Start the setup on the installation computer and carry out steps 1 to 15 of the
individual server installation.

The Database dialog will open.
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enaio®

i~ Database
DSM (DataSourceM ame]: IC'Sdt' Select |
User: Is_l,lsadm
Password: IT
Pasaword [verification]: I el

Databaze system Allg. Parser (ODEC] »

~ General

TCPAP Port: |4DDD
Server group name ISE'VB'Q'“DDB1 Server group I

" Inztall new server group

™ Install additional server group
" Add server to zerver group

 Additional cluster service

Drata directary
C:\Pragram Files [x86]IPTIMAL SYSTEMSSOSECMY J

Ok | Cancel |

2. Enter the information as described in step 16 of the individual server

installation, but enter a new server group and select the option Install
additional server group.

3. Click OK and continue with the installation until complete (see steps 18 to 22

of the individual server installation).

4. In order to connect clients to servers in a group, adapt the configuration file

asinit.cfg accordingly (see "The Configuration File 'asinit.cfg").

This completes the installation.

Server Cluster

In case of a breakdown a different computer in the cluster will take over the
application and serves the clients.

Server clusters may only be installed by administrators with the corresponding
expertise.

In the configuration of the operating system (Windows Server 2008) a virtual IP
address is assigned to the cluster which is then resolved to the physical IP addresses
of the computers inside the cluster.

Detailed information about this can be found in the enaio® system manual.
The installation of a server cluster requires at least one installed enaio® server.

The installation of a server cluster only differs in a few steps from the installation of
individual servers and therefore is only described briefly.

Install a server cluster in the following way:
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2.

4.

enaio® server

Start the setup on the installation computer and carry out steps 1 to 15 of the
individual server installation.

All paths and options must be exactly identical to the computer for which you
wish to set up the cluster service, otherwise the cluster service cannot take up
operation for the failed server.

The Database dialog will open.

- Databaze
DSM [DataSourceMame): IDSdh Select |
Lzer: Isysadm
Pasawond: I seenes
Pazeword [verification): I il

Allg. Parger (ODBC) =

Databaze system

~ General

TCP/IP Part: I“-EIDD
Server group name ISE’VE'Q’UPPE1 Server graup I

+ Install new server group

" Ingtall additional server group
= Add server to server group

¢ Additional cluster service

Drata directon
C:\Program Files [x8E8IPTIMAL SYSTEMSAOSECHY J

(u]9 | Cancel I

Enter the information as described in step 16 of the individual server
installation, but select an existing server group and the option Additional
cluster service.

Click OK.
The Station name dialog will open.

Station name

Mate:

Install a cluster service only if pou have sufficient
knowledge.

In zaze of a breakdown a different computer in the
cluster takes over the application and serves the
clientz. I the configuration of the operating system
[Windows 2000 Advanced Server] a wirtual IP address
iz asgigrned to the cluster which iz then rezolved to the
phyzical IP addrezzes of the computers inside the
cluster. Pleaze enter the name of the computer far
which you would like to install the cluster service.

Cancel | oK I

Specify the computer for which the cluster service is to be set up and click OK.
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enaio® client

Continue with the installation until complete (see steps 18 to 22 of the
individual server installation).

In order to connect clients to a cluster, adapt the configuration file
asinit.cfg accordingly (see "The Configuration File 'asinit.cfg").

This completes the installation.

Installation Requirements

Computer hardware meets minimum requirements.

The operating system has to be installed and meet minimum requirements.
The logged-in user has administrator rights at operating system level.

The logged-in user has to have the right to write in the Windows registry.
The logged-in user has write access to the swWindir%\system32 directory.

The logged-in user has to have write access to the installation directory and to
all subdirectories.

enaio® server is installed, started, and provides an IP port.

A system directory for temporary files places document files in the cache tray
and the hard drive has to provide adequate storage volume. The enaio® client
user has to have write permission in this directory.

The maintenance mode is turned off. To turn maintenance mode off, you can
either execute the nomaint.vbs script in the setup directory or delete the
following key in the Windows registry editor:

HKLM\Software\Microsoft\Windows\CurrentVersion\Uninsta
11\ {3aB8aaadc-193c-4aca-8b05-b1a55b993e27}

Local Installation

In the installation, the files for the client components, network components, and
important system files are installed locally. The required enaio® server details are
also written to the configuration file asinit.cfg.

Install enaio® client in the following way:

1.

2.

enaio®

Start the setup.

The language selection dialog opens.

enaio® - InstallShield Wizard “

Select the language for the installation from the choices below.

English (United States) W

Select a setup language and confirm with OK.
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The Welcome dialog will open.
3. Click Next.
The Installation type dialog will open.

Installation type

Flease zelect the ingtallation type:

Server |nstallation:
g Thig will install the application server.

Client Installation:
Installs enaio® client
o configures your work.statian,

Update:
@ Updates vour existing installation,
= ]

U ger-defined:
Far administratars or expenenced users only. You can
zelect and change all setup optionz.

Irmztall hield

4. Select the Client installation radio button.
The Select destination path dialog will open.

Select destination path

enaio® will be installed in the following locatian:

Destination folder

C:AProgram Files (2B60PTIMAL SYSTEMSAWOSECM

|ztallS hield

enaio® client

Browse. ..

| < Back || Mext »

|| Cancel |

5. Specify the path where you would like to install enaio® client and click Next.

The Select components dialog will open, where you can specify the

scope of the installation.
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Select components
Chooze the components zetup will ingtall

Select the components you want to install, remove the components you do not want to install.

=[] enaio® : Client components Description
=it
enaia® : Admin
(W] enaio® : Capture

Thiz will install enaio® : Client.

[w] Directory netwark setup
[Jenaio® : TAP! integration
[Jenaic® : Media management
[ ] enaio® e-mail search

[ enaio® : Communicator

[ enaio® : Portable Client

IrnztallS hield

| < Back || Mext » || Cancel

6. Select the components to install and click Next.
The Installation directories dialog will open.

Installation directories
Chanse the installation directories for the selected components.

Redefine the path for each listed component. However, the default paths are recommended.

enain® : Admin
enaio® : Capture
ik

Destination folder
CACMOPTIMAL SYSTEMSAOSECMclientshclient32

Browse...

InztallS hield

| < Back || Mext > || Cancel |

enaio® client

7. If necessary, set different installation paths for the individual components and

click Next.
The Installation options dialog will open.
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Installation options

Select more installation options:

[ Back up system files

Inztalls hield

8. Ifrequired, enable system file backup and click Next.

System files will be copied into the installation directory and into the
sysbackup subdirectory.

The enaio: Client components dialog for entering the connection
parameters will open.

enaio® : Client components

Flease specify the name of the computer running the enaio® ; server as well as its TCP/IP
port.

MHame | oszerer

Part |4000

IrztallS hield

| < Back || Mext » || Cancel |

9. Enter the computer name or IP address of the computer on which the enaio®
server is installed, as well as the port specified during server installation. Click
Next.

The enaio: Client components dialog for entering the log
directories will open.
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enaio® : Client components

Pleaze specify the client software logging path. This zefting can be later changed using
the axprotocolcfg.exe application. Please note that all stations require write access to the
specified Local drive letters must not be used. If logging should occuwr on the active server,
please use UNC notation [e.g.\\Serverslog) or specify a mapped network diive [e.q.
L:%log) available on all client stations. Please note that access via a mapped drives is
faster than via UNC paths.

Destination folder
Cih SOPTIMAL SYSTEMSAOSE CMclientshlog_client

IrnztallS hield

| < Back || Mext » || Cancel |

10. Specify the logging path for the client and click Next.
The Select application folder dialog will open.

Select program folder
Fleaze zelect a program folder.

Setup will add new program icons to the program folder listed below. You may enter a folder
name, or select one from the existing folders list. Click Mest' to contitue.

Program folder:

Accessolies
Admiristrative Tools
Java

Mairterance
Microsoft Office 2013
StartUp

System Toolz

Tablet PC

IrztallS hield

| < Back || Mext > || Cancel |

11. Specify the program folder in which enaio® client is to be installed.

The enaio® applications will then be listed in the Windows start
menu under Programs, in the application folder specified here.

12. Click Next.

The Information dialog will open, showing which components are
installed.

13. Check the summary and click Next.
The installation is executed.

The corresponding dialog shows that the installation is completed.
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Installation complete

InstallShield Wizard successfully installed enaio®. Click ‘Finizh'
to exit the wizard,

< Back Cancel

14. Click Finish.

You are informed that a patch for the enaio® version you've just
installed may be available.

The installation of enaic® on your computer is complete,

A newer version of some features may be available.

Please contact your software manufacturer to get updates and patches
and run themn afterwards,

15. Click OK.

This completes the installation.

Network installation

For a network installation, only the local components required for operating
enaio® client are installed. These are the lead tools for displaying documents,
required system files, a program group, and the links they contain to the
applications.

The following additional installation requirements must be fulfilled for the network
installation:

* enaio® server is installed, started, and provides an IP port.

* enaio® client: Sufficient directory sharing allowing the enaio® client
workstation to access the enaio® client installation is required, as well as read
access to the directory.

* enaio® server and enaio® capture: Sufficient directory sharing allowing the
enaio® client workstation to access the enaio® client installation is required, as
well as write access to the directory.

Each locally installed enaio® client can be released for network workstations.
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Perform a network installation of an enaio® client workstation in the following

way:

1. Perform a user-defined installation, only installing the Network installation
component (see 'User-defined installation').

The network setup is extracted to a directory that was specified in
the user-defined installation.

2. Open the directory where the network setup has been extracted and execute
the network setup.

The language selection dialog opens.

3. Select a setup language and confirm with OK.
The Welcome dialog will open.

4. Click Next.

The Select components dialog will open.

Select components
Chooge the components setup will install

Select the components you want to install, remove the components you do not want o install.

Description

M5 Wwhord utilities Thig will install enaio® : M5
[IMS word field editor Dffice macros.
[IMS Word data transfer
[IMS Excel utiities
[IMS Excel data transfer
[IMS PowerPaint utilities
[IM5 Outlook e-mail irmpart

I:_| ehaio® : Medicine Special

Irmztall hield

< Back Cancel

5. Select the components to install for the enaio® client workstation and click
Next.

The Installation options dialog will open.
6. Ifrequired, enable system file backup and click Next.

System files will be copied into the installation directory and into the
sysbackup subdirectory.

The Network components dialog will open.
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Metwork components

Flease specily the path for enaio® : client file server.

C:\Program Files [(«8E6)0PTIMAL 5Y5TEMSAOSECKM clients |

Browse...

IrnztallS hield

| < Back || Mext » || Cancel |

7. Enter the path to the central enaio® client installation and click Next.

The Network installations dialog will open, showing the centrally
installed enaio® client components.

Network installation

In the specified directony, the following enaio® applications were
fourd:

Components tao install:

[ enaic® : Client
[ enaio® : Admin

[ enaio® : Capture

|nztallS hield

8. Select the components for which a link is to be created on this computer and
click Next.

9. Having chosen enaio® client, the following dialog will ask whether to activate
system sounds which will inform about new subscriptions and follow-ups.

Do you want to setup the sounds for subscriptions and resubmissions in the
control panel?

10. Confirm the activation of system sounds with Yes, or decline with No.

The Select application folder dialog will open.
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enaio®

11. Specify the application folder in which the enaio® client workstation should
be installed, and click Next.

The Information dialog will open, showing which components are
installed.

12. Check the summary and click Next.

The installation is executed and you are prompted to release the
online help. The online help is distributed in CHM format and can
be opened on the workstation from the respective enaio®
component by pressing F1 or opening the Help menu.

enaio Sicherheitsabfrage n

Miéchten Sie die Freigabe der Online Hilfe erlauben?

Due to current security restrictions in different versions of Microsoft Windows
and Internet Explorer, access to CHM files in networks is not possible. The
security restrictions on the workstation will relax slightly only after you allow
document sharing, and the online help can then be shown on the enaio® client
workstation (see 'Online Help').

13. Allow sharing of the online help with Yes or decline it with No.
The corresponding dialog shows that the installation is completed.
14. Click Finish.

This completes the installation.

User-defined installation

Custom installation is an installation type for experienced users. The user who
carries out this type of installation can install all enaio® components included in the
setup on the current computer and specify the installation location for every single
enaio® component.

The hardware and software requirements are due to the components installed. If
several components are installed, the highest component requirements apply in
each case. The more components are installed and used on the computer, the
higher the hardware requirements.

Installation requirements result of the selected components which are to be
installed. For that reason, check the respective requirements before running the
custom installation.

This document contains the following installation requirements:
= for the application server installation
= for the enaio® client installation

= for the network installation
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Perform a user-defined installation as follows:

1. Start the setup.
The language selection dialog opens.

2. Select a setup language and confirm with OK.
The Welcome dialog will open.

3. Click Next.
The Installation type dialog will open.

Installation type

Please zelect the installation type:

Server Installation:
g Thig will install the application server.

Client [rstallation:
Install: enaio® client
or configures your workstatian,

Update:
@ Updates your existing installation.

Uzer-defined:
Far administratars or experisnced users only. You can
select and change all setup optionz.

|ztallS hield

Mext > Cancel

4. Select the User-defined radio button.
The Select destination path dialog will open.

Select destination path

enaio® will be installed in the following locatian:

Destination folder

C:A\Program Files (#BE10PTIMAL SYSTEMSAWOSECM

InztallS hield

| < Back || Mext » || Cancel |

5. Specify the path where you would like to install the enaio® components and
click Next.

The Select components dialog will open, where you can specify the
scope of the installation.
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Subject to the selected components required installation steps will
be performed.

6. Follow the installation instructions and click Finish to complete the
installation.

This completes the installation.

Version Notes

If enaio® client is run under Windows 7 or Windows 8.x, there may be display
errors on the enaio® client user interface in RDP sessions with the disabled option
Visual styles, and in Citrix sessions. To avoid these display errors, it is
recommended to set the user interface of Windows operating systems to the
Windows Aero Theme.

enaio® webclient

The enaio® webclient can be installed via oswebclient setup.exe, located in the
directory OSWEB.

Miscellaneous

enaio®

Installation of enaio® MS Office Macros

The enaio® MS Office macros installation will install components that work with
MS Office applications, provided these applications are present on the workstation.

Components for Microsoft Word, Excel, PowerPoint, and Project will be installed.

On enaio® client workstations (see 'Network installation') the components for the
enaio® MS Office macros require a stable and interruption-free network
connection to the central enaio® client. If the network connection cannot be
provided, error messages and other malfunctions may occur when working with
applications into which enaio® components are integrated.

If you have selected enaio® MS Office macros for installation, the following dialogs
will prompt you to specify the settings for the enaio® MS Office macros.
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enaio® 8.00 “

enaio® : M5 Office macros

Select M5 Office macro options:

[ Check in documents automatically

[ Automatic data transfer

< Back Cancel

Select the desired settings and click Next.

Office and Outlook Add-Ins

Oftice and Outlook add-ins are also available in addition to the enaio® MS Office
macros. These provide a small number of essential functions and can be installed
on workstations where the complex and extensive MS Office macros are not
required.

The installation data for the add-ins is located in the installation data in the
components directory. The installation takes place via MSI packages.

The Outlook add-in requires the services 'mailstorage’ and 'extraction' — the
assignment of specific e-mail data to fields of the e-mail object types must be
configured using these services.

The index data form is not opened when transferring e-mails via the Outlook add-
in. If the object type also contains fields without assignments, these will remain
empty. If these include mandatory fields, the e-mail will not be transferred.

enaio® MS Office macros and the Office add-in, as well as e-mail import for
Outlook (enaio® document-storage) and the Outlook add-in, are not mutually
exclusive from a technical point of view, and can be installed on the same
workstation. If this is the case, users can enable the component they wish to use via
the add-in administration of the Office application.

Like enaio® office-utilities, enaio® Office add-ins will carry out an automatic data
transfer if the properties of a document contain 'OS_Autoiibernahme' with the
value 'yes'.

Installation of enaio® Adobe Acrobat Utilities

The enaio” Adobe Acrobat Utilities extension for Adobe Acrobat must be installed
on the workstation manually. Adobe Reader which is available for free is not
supported.
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Installation requirements: Microsoft Office and enaio® MS Office macros must be
installed on the workstation.

To integrate the OPTIMAL SYSTEMS toolbar into Adobe Acrobat, copy the file
oxpdfutils.api,located in the installation directory \components\Oxpdfutils,
into the P1ug-1Ins directory of your Adobe Acrobat installation.

Also copy the logging files oxrpt.d11 and oxrpt.cfg to the Adobe Acrobat
application folder.

The OPTIMAL SYSTEMS toolbar will be available in the menu the next time you
start Adobe Acrobat.

Adobe Acrobat must be run once as administrator, even for users with limited user
rights.

When installing enaio® MS Office macros, the included library
oxvbofficeutil.dll will be registered automatically by the setup. Without enaio®
MS Office macros, the library must be registered for Adobe Acrobat Utilities. To do
this, use the registry tool regsvrutil.exe located in the application directory
.\clients\client32.

The functions will be shown in German by default. You can modify registry entries
on the workstation to switch the language to English or French:

HKEY CURRENT USER>Software>Optimal Systems>MS-Office-Anbindung>0S-
Adobe-Acrobat-Utilities>Benutzer>Sprache

Set the value to 2' for English, '3' for French, and '1' for German again.

enaio® sync

enaio® sync can be installed on the workstation using an MSI located in the
directory \components\enaio_ sync. enaio® sync enables access to favorites via
Windows Explorer. The favorites are copied to the file system and can be edited.
Modified files are sent back to enaio® by enaio® sync.

enaio® sync is installed as a startup application, and can be controlled via the
notification area of the taskbar. Data is transferred via enaio® appconnector. Names
of favorites in Windows Explorer are defined via automatic field selection, but can
also be configured in enaio® appconnector using a mapping file. Details can be
found in the enaio® appconnector manual.

Synchronization occurs automatically every 5 minutes by default, but can also be
started by the user via the taskbar. If favorites were changed in enaio®, the data on
the workstation will be updated during synchronization. If favorites were changed
on the workstation, the data will be updated in enaio®. If favorites were changed
both on the workstation and in enaio®, the user must specify which action should
be taken.

The synchronization interval can be changed on the workstation via the 'Interval’
parameter in the configuration file enaiosync.library.d1l.config. The value '0'
disables automatic synchronization.

enaio® sync requires the 'OFS' license.
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Installation of E-Mail Search with enaio® search

enaio® search can either be installed via the enaio® setup with enaio® client, or via
the MSI package (see 'MSI Package for enaio search Installation').

An installation via enaio® setup without enaio® client causes errors due to missing
registry data.

Third-party components

Additional third-party components are required for the execution of particular
enaio® components.

This is Microsoft. NET Framework for:
* enaio® filesystem

=  enaio® communicator

The setup will execute the required installation programs when selecting these
enaio® components.

Follow the installation instructions of the respective components.

Silent Installation

Silent installation offers the possibility to run an enaio® setup on each computer
without user input. This is particularly recommended for local client or network
installation.

A silent installation is performed in two steps. First, a generic and dialog-controlled
enaio® installation is run on a reference computer and recorded by the setup.
Restart if required in record mode. After restart turn off the maintenance mode and
record the setup again. Run the setup with the -r parameter to start the record
mode:

S:\OSECMInstall\Setup.exe -r

This will create a text file called setup.iss in the Windows directory. All
configurations of the dialog-controlled setup are logged in this file.

Copy this text file into the setup directory containing the file setup.exe. Add write
permissions to this setup directory, as the setup generates a setup. log file there at
runtime. The default name of the silent installation log file is setup. 1og. If the
setup cannot write to the directory, it exits without installing.

If the setup is launched with the parameter -s, the recorded setup will be run in
silent mode, e.g.:

S:\OSECMInstall\setup.exe -s

The installation is run in the same way as it was recorded. That is why conditions
need to be the same at both the computer at which silent setup is to be executed
and the computer at which it was recorded.

Setup log file contains the following three sections.

Page 41



enaio® Installation Miscellaneous

enaio®

The initial [InstallShield Silent] section indicates the version of InstallShield Silent
used in the silent setup. It also identifies the file as a log file.

The [Application] section identifies the name and version of the installed
application, as well as the company name.

The [ResponseResult] section contains the result code indicating if the silent setup
was successful. An integer value is assigned to the ResultCode key name in the
[ResponseResult] section. InstallShield places one of the following return values in
the ResultCode key:

0 Success.
-1 General error.
-2 Invalid mode.
-3 The required data could not be found in the file setup. iss.
-4 Not enough memory available.
-5 File does not exist.
-6 Unable to write to response file.
-7 Unable to write to log file.
-8 Invalid path to InstallShield Silent response file (ISS file).
-9 Invalid list type (string or number).
-10 Invalid data type.
-11 Unknown error during setup.
-12 Incorrect dialog box order.
-51 The specified folder cannot be created.
-52 Unable to access the specified file or folder.
-53 Invalid option selected.

One of the most frequent errors occurring during silent setup is that both
computers, the one on which silent setup was recorded and the second one
whereon silent setup was run, have different configurations.

This error appears as follows in the setup. 1og file:
[ResponseResult]
ResultCode=-3

Identical computer conditions exclusively refer to the same installation state of the
software to be installed and to the configuration to which the installation refers.

Example:

As the installed Office components are queried and displayed accordingly in the
local client or network installation, these must be the same on the computers.
Running silent installation on a computer having installed only Word and Excel
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will fail if the setup was recorded on a computer having installed only Word or
Word, Excel, and PowerPoint.

The silent mode will not initialize a restart after setup.

The silent setup cannot check if system files were exchanged. For that reason, it is
generally recommended to restart the client computer. After restart, a user with
local administration rights must log on to Windows, otherwise necessary entries
cannot be created in the Windows registry.

When installing enaio® printers on workstations with Windows 7 SP1, OPTIMAL
SYSTEMS GmbH is not recognized as a trusted publisher due to an error on
Microsoft's part, and must be manually confirmed as a trusted publisher. To enable
silent installations, a hotfix from Microsoft can be installed to fix this error. Further
details and the download link can be found in the following knowledge base entry:

https://support.microsoft.com/en-us/kb/2921916

MSI Package for enaio® client Installation

This MSI package allows enaio® client to be installed conveniently in Microsoft
operating systems. It is ideally suited for installation using software distribution
tools on the computers of multiple users without any user input.

The MSI package installs the following components by default:
" enaio® client

* enaio® document-storage (e-mail import for Outlook)

= enaio® office-utilities (MS Office macros)

= enaio® printers (PDF, black-and-white, and color printers)
"  enaio® media management

The registry entries required for the use of the enaio® office-utilities are added as
well.

If you already installed an earlier version of the client using the MSI package, this
will be updated. But if paths to the enaio® server or client have been changed, you
must uninstall the MSI package before updating.

For installation of the MSI package, the enaio® server that is set up and the MSI
package or patch to be installed must have the same version.

The MSI package enaio Clientinstallation.msi can be found in the
...\LokalerClientMSI\DISKI directory of your installation data.

In this document, only the standard installation procedure is described. For
project-specific installations, please contact the OPTIMAL SYSTEMS support
department.

For a standard installation, you can use command line parameters not only to
specify which of the components in the MSI package should be installed, but also to
uninstall enaio® components that are already installed. Note that configuration
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with command line parameters is not supported by all software distribution tools.
For example, policy-based software distribution in an Active Directory does not
support passing command line parameters.

Installation

Before installing the MSI package, you need to install the Microsoft Visual C++
2008 SP1 Redistributable Package (x86) on all computers, in the version
corresponding to your operating system language. The German, English, and
French Redistributable Packages can be found in the
..\Win32\Diskl\Prerequisite directory of your installation data. You can also
download these and the Redistributable Packages in other languages from the
following Web page:

http://www.microsoft.com/en-us/download/details.aspx?id=5582

For languages that are not listed install the English Redistributable Package version
x86. This can be found in the Prerequisite directory of the installation data.

The MSI package installation also requires .NET Framework 4.

By default, the installation will not check whether these requirements are met. You
can enable the requirement check with the command line parameter
CHECK_PREREQUISITE=1.

Before you distribute the MSI package with the software distribution tool of your
choice, you must make the following modification:

= Enter the connection data for the enaio® server. The configuration file
asinit.cfqg can be found in the ...\LokalerClientMSI\Diskl\program
files\OPTIMAL SYSTEMS\OSECM\clients\client32 directory of your
installation data. Open the file and type the computer name or the IP address
of the enaio® server computer, as well as the port specified during installation,
into the ARCHIV section. enaio® server must be running during the MSI
package installation.

= Optionally, you can adjust the logging settings. The configuration file
oxrpt.cfg can be found in the ...\LokalerClientMSI\DISK1\program
files\OPTIMAL SYSTEMS\OSECM\clients\client32 directory of your
installation data.

Administrators who are familiar with enaio® logging and the
parameters of the configuration file oxrpt.cfg can adjust all
logging settings.

Detailed information about logging can be found in the
Administration handbook.

Once you have made this modification, you can distribute the MSI package to all
computers on which enaio® client and the components mentioned above are
installed.

The MSI package installs all the included components to the directory c: \Program
Files\OPTIMAL SYSTEMS\OSECM\clients\client32 by default.
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To enable logging of enaio® client, the directory . ..\clients\log client is
entered in the configuration file oxrpt.cfg.

The following command line parameters allow you to individually configure the
installation procedure.

Add the /gb command line parameter to show a progress bar:

‘msiexec.exe /1 "C:\enaio Clientinstallation.msi" /gb ‘

Add the /qn command line parameter to hide all installation dialog boxes:

‘msiexec.exe /1 "C:\enaio Clientinstallation.msi" /gn

The 1NsTALLDIR command line parameter lets you specify a new installation path,
for example to install all components included in the MSI package to the directory
C:\OSECM\clients\client32:

msiexec.exe /i "C:\enaio Clientinstallation.msi"
INSTALLDIR=C:\OSECM

The appLocarn command line parameter allows you to specify which of the
components included in the MSI package will be installed:

msiexec.exe /1 "C:\enaio Clientinstallation.msi" ADDLOCAL=Client

To install only the components that you require, use the following values for the
ADDLOCAL parameter:

Value: Description:

Client Only enaio® client and enaio® mediamanagement will be
installed.

OutlookAddin The enaio® document-storage component for e-mail import
will be installed.

MakroDllClient The MS Office macros (enaio® office-utilities) are installed.

OSPrinter The enaio® printers (black-and-white/color printers) will be
installed.

PDFPrinter The enaio® PDF printer will be installed.

If you want to install more than one component, separate the values with a comma.

If you only specify the components outlookAddin, MakroDl1Client, and/or
osPrinter as values for the abbrocaL command line parameter, the enaio® client
component will be installed automatically.

Thanks to this set of freely combinable command line parameters, you can
customize the installation procedure as required:

msiexec.exe /i "C:\enaio Clientinstallation.msi"
INSTALLDIR=C:\OSECM ADDLOCAL=Client,MakroDllClient /gn

More command line parameters can be found on the following Web page:

http://technet.microsoft.com/en-us/library/cc759262(WS.10).aspx

In Windows Vista and Windows 7, the 'Remotedesktopservices' Windows services
must be launched in order to use enaio® printers.
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Once installation is complete, the MSI package offers a maintenance mode. In
maintenance mode, you can add or remove single components or run a software
update using your software distribution tool. The latter is also possible via the
Windows control panel.

If the client32 directory on a user's computer contains other enaio® components
in addition to the components installed by the MSI package, updates must be
installed manually on this computer, as otherwise only the components contained
in the MSI package will be updated.

Patches

All hotfixes for enaio® client are provided as patch packages (MSP files) for the MSI
package. If necessary, these packages are created once a week and, like MSI
packages, can be distributed to and installed on several computers without user
input.

MSP files are defined service packs for MSI packages. Installing the cumulative msp
files you provide your system with all the hotfixes and service packs previously
released by OPTIMAL SYSTEMS.

In addition to the MSP file, the patch package contains a text file with version and
installation notes as well as a list of fixed errors. The names of the patch file and the
corresponding text file follow the syntax patch [version] .msp and

Patch[version].txt.

When installing a patch package you must not add any of the parameters that are
available for MSI package installation, otherwise hotfix installation will fail.

If a patch package is already available when you install the MSI package, you can
install both packages together. Patch files are found in the ...\LokalerCclientMsI
directory of your installation data.

With the pATCH command line parameter you specify that a patch package is
included in the installation:

msiexec /i "enaio Clientinstallation.msi" PATCH="Patch610.msp"
INSTALLDIR=C:\OSECM /gn

Uninstalling enaio® imap

Just like the installation of the MSI package, the uninstallation is performed by the
software distribution tool of your choice. By default, all installed components are
removed from the users' computers.

The following command line parameter is used to customize the uninstall
procedure, so that you only remove certain components from the users' computers.
Only components that were previously installed using the MSI package can be
uninstalled.

With the REMOVE parameter you uninstall selected components:

msiexec /i "enaio Clientinstallation.msi" INSTALLDIR=C:\OSECM
REMOVE=MakroDllClient /gn
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If you want to uninstall more than one component, separate the values with
commas.

enaio® document-storage / MSI / Lotus Notes

Before installation via MSI, you must manually enter the LDAP server data in the
configuration file os-Dx12Ima.d11.config. The configuration file can be found in
the .\clients\client32 directory. Enter the name or the IP address and port of
the LDAP server as values of the 1dapServer parameter.

For installation under Lotus Notes, please note that axvbdocstorage.exe, located
in the directory clients\client32, must be registered.

enaio® document-storage / MSI / GroupWise

enaio® document-storage for GroupWise is installed via a separate MSI package,
located in the dil‘eCtOI'y \components\GroupWise.

MSI Package for enaio search Installation

With this MSI package, you can install enaio® search on the computers of several
users using a software distribution tool.

enaio® search is an optional component of enaio® which is integrated with
Microsoft Outlook and can access e-mails that are managed in enaio® from within
Microsoft Outlook.

enaio® search can either be installed via the enaio® setup with an enaio® client or
via the MSI package. An installation via enaio® setup without enaio® client causes
errors due to missing registry data.

The MSI package installation requires .NET Framework 4 and MS Outlook 2007 or
later.

The MSI package enaio search Installation.msi islocated in the
...\0ssearchMsI\DISK1 directory of the installation data.

Before you distribute the MSI package with the software distribution tool of your
choice, you must make the following modification:

= Enter the connection data for the enaio® server. The asinit.cfg
configuration file can be found in the ...\0sSearchMSI\DISK1\program
files\OPTIMAL SYSTEMS\OSECM\OSSearch directory of the installation data.
Open the file and type the computer name or the IP address of the enaio®
server computer, as well as the port specified during installation, into the
ARCHIV section. enaio® server must be running during the MSI package
installation.

=  The conﬁguration file AxOutlookPreview.exe. config can be found in the
same directory. The file controls the display of OS files and the document
preview. Generally it does not need to be adapted. If there are display
problems in Microsoft Outlook, parameters can be adapted (see
administration manual, chapter 'Display of OS Files').
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The MSI package only distributes enaio® search to the workstations. If enaio® client
was previously installed on the workstations by a different setup, you must adapt
the AxoutlookPreview.exe.config configuration file as follows before installing
the MSI package: Replace the @@clientpathee placeholder with the path to

enaio® client, e.g. C:\Program Files (x86)\optimal

systems\osecm\clients\client32\ax.exe.

When you have made this modification, you can distribute the MSI package to all
computers on which enaio® search is to be installed.

On installation the core service URLs are automatically read from the specified
enaio® server registry and saved to the local client registry.

The MSI package is patched and uninstalled in the same way as the MSI package
used to install enaio® client (see 'Patches' and 'Uninstalling enaio® imap").

Further information on the configuration of OS|Search can be found in the
'OS_Mail-Management' handbook, whereas the enaio® client handbook explains
how to use enaio® search.

MSI Package for Network Installation
This installation suite runs a network installation on a computer and has been

exclusively designed for unattended installation using a software distribution tool.

By default, the MSI package for network installation sets up an enaio® client
workstation on the user computers. This installs the local components that are
required for operation — LeadTools for displaying documents, necessary system
files, and program links to a local enaio® client.

If you already set up an earlier version of the local client using this MSI package,
this version is updated. However, if paths to the enaio® server or client have been
changed, you must uninstall the MSI package before updating.

The following requirements must be met before installing the MSI package for
network installation:

* enaio® server is installed, started, and provides an IP port.

* The users' computers have read and write access to the directories of the local
client installation.

* enaio® server and the msi package to be installed have the same version.
= _NET Framework 4

The MSI package enaio Netzwerkinstallation.msi islocated in the
...\NetSetupMsI\DIsk1 directory of the installation data.

Installing and Uninstalling

Before installing the MSI package for network installation, you must have installed
the Microsoft Visual C++ 2008 SP1 Redistributable Package (x86) on all computers
in the language compatible with the operating system. The German, English, and
French Redistributable Packages can be found in the
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..\Win32\Diskl\Prerequisite directory of your installation data. You can also
download these and the Redistributable Packages in other languages from the
following Web page:

http://www.microsoft.com/en-us/download/details.aspx?id=5582

For languages that are not listed install the English Redistributable Package version
x86. This can be found in the Prerequisite directory of the installation data.

With the install.cfg configuration file, you can customize the workstation setup
before distributing the network installation MSI package with the software
distribution tool of your choice. The install.cfg file is found in the
...\NetSetupMsI\DIsK1 directory of your installation data.

The install.cfg file has the following structure:

[INSTALL]

Directory=\\Fileserver\Program files\OPTIMAL
SYSTEMS\OSECM\clients\client32

Office=1
Outlook=0

The meaning of the parameters specified in the configuration file is as follows:

Directory The full path to the ax.exe file of the local client. Here you can
either type a UNC path entry or a connected network drive.

Office Specify whether after installation the Office components (enaio®
office-utilities) will be available.

0 = The Office add-ins are not registered so that enaio® office-
utilities will not be available.

1 = The Office add-ins are registered so that users can use enaio®
office-utilities.

Outlook Specify whether the e-mail import component (enaio® document-
storage) will be available after installation.

0 = The Outlook add-in will not be registered, meaning that enaio®
document-storage will not be available.

1 = The Outlook add-in will be registered, and users will be able to
use enaio® document-storage.

The enaio® printer and the lead tools are also installed as standard. The lead tools
are required. If you do not wish to install the enaio® printers, use the command line
parameter ADDLOCAL=LeadTools to specify that only the lead tools should be
installed.

Example

C:\enaio Clientinstallation.msi" ADDLOCAL=LeadTools

When you have made all the modifications, you can distribute the MSI package for
network installation to all computers that are to be set up as enaio® client
workstations.
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In addition to the enaio Netwerkinstallation.msi package, the
...\NetSetupMsI\DIsK1 directory of the installation data also contains the
Netinstall.bat and Netuninstall.bat batch files, which execute a sample
unattended installation or uninstallation over the network.

Uninstallation is performed using the software distribution tool of your choice,
similar to the installation of the network installation MSI package. By default, the
registration of the previously set up components is consequently undone.

Logging
Logging for the installation of the MSI package is set up using command line

parameters.

The /1* logfile parameter is used to create a log file containing all information
on the installation procedure:

msiexec.exe /i "C:\enaio Clientinstallation.msi" /L*
C:\logfile.log

To specify the log level, use the parameters as follows:

/Li logfile Status messages are logged.
/Lw logfile ~ Warnings are logged.

/Le logfile Error messages are logged.
More command line parameters can be found on the following Web page:

http://technet.microsoft.com/en-us/library/cc759262(WS.10).aspx

Printer Installation

Printer drivers can be installed during the enaio® installation. Users can use these
drivers to transfer files to enaio® as PDF or image documents from any application
with a print function.

The enaio® black and white printer prints in black and white in TIF G4 or PDF
format, the enaio® color printer prints in color in JPEG or PDF format, and the
enaio® PDF printer prints text PDFs.

enaio® PDF printer requires a PostScript PDF component, such as Ghostscript, to
be installed on the computer on which enaio® documentviewer is installed.

The printer drivers can be installed with the following setups:
=  enaio® Setup
You can choose which printer drivers are installed.

The enaio® setup can be downloaded from the OPTIMAL
SYSTEMS partner portal, the service portal for partners and
customers of the OPTIMAL SYSTEMS group.

=  Network setup

You can choose which printer drivers are installed.
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The network setup can be installed with the enaio® setup (see
'Network installation').

= MSI package for enaio client installation
The printer drivers will be installed.

The MSI package enaio Clientinstallation.msi canbe found
inthe .. .\LokalerClientMSI\DIsKI directory of your
installation data.

= MSI Package for Network Installation
The printer drivers will be installed.

The MSI package enaio Netzwerkinstallation.msi islocated
in the . ..\NetsetupMsI\DIsK1 directory of the installation data.

= AS printer setup
The printer drivers will be installed.

The AS printer setup is located in the
...Win32\Diskl\components\AS-Drucker dil’eCtOI’y of the
installation data.

The installation with MSI package can be individually adapted with command line
parameters. You can find out about the available command line parameters in the
chapters on MSI packages (see 'MSI Package for enaio” client Installation' and 'MSI
Package for Network Installation').

In Windows Vista and Windows 7, the 'Remotedesktopservices' Windows services
must be launched in order to use enaio® printers.

During an update by setup or MSI package, the earlier versions of the printer are
removed by the setup and the new versions installed. The printer configurations are
therefore not transferred.

During an update or uninstallation of the printer drivers, the Microsoft Restart
Manager must be disabled so that it does not close the print queue. Regardless of
whether the print queue is full or empty, the enaio® printer drivers cannot
otherwise be uninstalled.

Disable the Microsoft Restart Manager as follows:

* Ifyou are performing an update or uninstallation with installation dialogs, the
option Do not close applications must be selected in the following dialog.
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enaio Clientinstallation E

Die folgenden Anwendungen sollten geschlossen werden, bevor Sie
die Installation fortsetzen:

Druckwarteschlange

™y Anwendungen automatisch schlisfen und einen Neustart nach
" Abechluss der Installation versuchen

(®) Keine Anwendungen schliefien (Neustart ist eventuell erforderlich)

* Ifyou are performing an update or uninstallation without installation dialogs,
enter the command line parameter MSTRESTARTMANAGERCONTROL=Disable.
This disables the Microsoft Restart Manager for executing the setup or MSI
package.

Example:

msiexec /x "enaio Clientinstallation.msi"
MSIRESTARTMANAGERCONTROL=Disable /gn

= Alternatively, the Microsoft Restart Manager can be switched off completely
via the registry.

Command Line Switches

In addition to the setup's default command line switches such as -s, which runs a
setup in silent mode, further script-defined command line switches can be used.

/P [Path] — This will save an extended log to the specified log path.
/NoF — No MS Office macros will be installed.

/2 — Lists the script-defined command line switches.

Run setup.exe file with the appropriate command line switches.

Example for setting extended logging:

S:\7.00\as700\as7.00.130\Win32\Diskl\Setup.exe /P C:\tmp

The specified directory must exist and you have to have write access to it. The
installation process will be logged in detail and the install.1log log file will be
written to the specified directory. This option suits best when the installation did
not yield intended results. In this case, run the installation with the command line
switch. The log file may provide information on errors.

Call for installation without Office macros:

S:\8.00\as800\as8.00.130\Win32\Diskl\Setup.exe /NOF

This prevents the Office components installed on your computer from being loaded
when the setup is initialized, and stops MS Office macros from being offered for
installation.
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This call lists script-defined command line switches:

|S:\8.00\as800\a38.00.l30\Win32\Diskl\Setup.exe /2

This displays script-defined command line switches in an info box.

enaio® - InstallShield Wizard IEI[

o Caommand options:

1P [path] = extended logging
TMOF = installation without the OFfice compaonents

Click OK to exit the setup.

Script-defined command line switches cannot be combined with each other but a
combination of default command line switches of the setup and a script-defined
command line switch is possible. Hereby, the default command line switch needs to
be specified first.

Example:

S:\8.00\as800\as8.00.130\Win32\Diskl\Setup.exe -r /NOF

Information on a silent installation is recorded without installing the MS Office
macros. Note that the silent installation mode requires the /NoF parameter to be
set:

S:\8.00\as800\as8.00.130\Win32\Diskl\Setup.exe -s /NOF

Separate command line parameters with space characters but do not enter space
characters between command line switches.

Setup Logs

Different logs are written during enaio® installation depending on the installed
modules. A log file named install.log is written during all installations. This is in
the user's temporary area. Additionally, further logs are written during installation
and update of enaio® server. The initial enaio® server installation is logged in the
oxkrnins.rep file, which is located in the server installation directory.
Furthermore, database operations are logged in the os [yymmdd] . £1w and

0s [yymmdd] . s0QL files during the initial installation and update of the enaio® server.
During installation these are located in the user's temporary area, e.g. in:

C:\Documents and Settings\Administrator\Local Settings\Temp\LOG

After successful installation, these logs are moved to the installation directory.
Online Help

The online help is provided in CHM format and can be opened on the workstation
from the respective enaio® component by pressing F1 or opening the Help menu.
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Due to current security restrictions in different versions of Microsoft Windows and
Internet Explorer, CHM files located in networks can be accessed only if security
restrictions are adapted as follows:

You can allow sharing of the online help while the network setup is running (see
'Network installation'). Setup then adapts the workstations accordingly.
Alternatively, you can enable access by editing the following registry key:

HKEY LOCAL MACHINE\SOFTWARE\Microsoft\HTMLHelp\l.x\ItssRestrictions\
MaxAllowedZone = 1

HKEY LOCAL MACHINE\SOFTWARE\Microsoft\HTMLHelp\1l.x\HHRestrictions\Ma
xAllowedZone = 1

The default value for MaxallowedZone is '0.' When this value is set to '1,' access to
sites in the 'Local intranet' zone will be permitted.

Basic Configuration Steps

enaio®

Database

Usually, database adaptions are not required.

In systems with a large dataset, creating the user-specific list of recently edited
object may take some time. You can significantly reduce the amount of time by
setting up a combined index on the 'osobjhist’ table.

If you have any questions, please contact the OPTIMAL SYSTEMS consulting
department.

Object definition

enaio® object definitions of folder, register and document types are managed in the
database.

Use enaio® editor to create and manage object definitions.

Create and import an object definition with enaio® editor and then perform a
database adaption.

For more information, see the 'OS_Editor_eng.pdf manual.

User Administration and Login

Use enaio® administrator for user administration and login.

Create new users with roles in enaio® administrator and assign groups as well as
folder, register and document types of your object definition to them.

For more information, see the 'OS_Administrator_eng.pdf manual.

License Management

Use enaio® enterprise-manager to manage the license system.
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During the enaio® installation, license files will be passed automatically to the
database. Create new workstations according to the obtained license type (floating
or seat license) and assign necessary modules to them.

For more information, see the 'OS_Administrator_eng.pdf manual.

W-Template Administration

In enaio® administrator, W-document types created in enaio® editor must be
assigned to Windows applications and Windows templates. A user can then choose
between the configured Windows templates when creating a W-Document.

For more information on W-template management, see the
'OS_Administrator_eng.pdf' manual.

Server Configuration

Use enaio® enterprise-manager to manage the server configuration.

After successful installation, any configuration is not need to be changed here.

Service Manager

Use enaio® services admin to configure the services.

enaio® services admin can be accessed in browsers via the URL '<service-manager-
IP>:<Port>". The default port is '7273.'

Client Configuration

Clients do not need to be configured additionally after installation. When
connection parameters for enaio® server are entered, the setup will write the
respective parameters to a file called asinit.cfg in the client directory.

A description of asinit.cfg can be found in the appendix (see "The Configuration
File 'asinit.cfg"). It also describes the settings required for connecting enaio® client
to different servers.

Logging
Use axprotocolcfg.exe to configure the logging process. It can be found in the
respective installation directories of the server and the client components.

After successful installation, any configuration is not need to be changed here.

Systems Using Foreign Languages

enaio® supports multilingualism on the user interface, in the object definition and
in the administrative components. German is set as default language and English
and French are also available.

The applications multilingualism feature is by default activated after installation.
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Data forms with more than 240 elements might cause errors in enaio® client when
multilingualism is enabled. In this case, please contact the support team of
OPTIMAL SYSTEMS.

Multilingualism is implemented through TRA files and can be deactivated after the
installation or an update. To do so, remove the multi-language TRA files for enaio®
client (axieng .tra,ax fra.tra, axcyr eng.tra, and axcyr fra. tra) manually
from the application directory. If the enaio® setup is executed again in the update
mode after removing the files, all TRA language files are once more added to the
program directory and have to be removed again.

enaio® editor permits you to create index data forms in several languages. Even
though only a monolingual object definition is required, a version with the default
language 'German' must be created regardless of the intended language.

The language of enaio® client applications and the object definition can be set in
enaio® client under Settings > Workspace. Note that this language setting only
applies to the interface of the logged-on user.

Testing the Installation

After successful installation, it must be possible to start enaio® server.
Perform all configuration steps and start enaio® client.

Import data for each document type and set up respective test documents. Then
search for these documents.

If more than one OS server has been installed, test the connection between these
servers.
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Update and Repair

It is recommended to use the setup-maintenance program to update enaio®.
During the installation of enaio® the setup saves information on a successful
installation in the Windows registry. If a newer setup is run, it will recognize the
existing installation and offer the options Modify, Update, and Remove. To
perform an update, select the Update option, which is also available for the
following installation types:

= Server installation

» Local client installation

* Network installation

It is not possible to update versions lower than 5.50 in maintenance mode.

The update replaces all executable files (*.exe), runtime libraries (*.d11),
documentation, help files, etc. Neither modified configurations and captured
documents nor database entries will be affected by the update.

If maintenance mode is turned off, it is still possible to update the installation.
Update without maintenance mode corresponds to the update procedure of older
enaio® versions (e.g. optimal_AS® 3.60).

Some enaio® components can be updated with enaio® client-updater as an
alternative to using the setup (see 'enaio” client-updater').

Backup
Backups must always be run prior to an update.
This particularly involves the following areas:

* Registry entries (from the subkey EKLM\Software\OPTIMAL SYSTEMS
onwards at least)

= Database
*  WORK, NOTE, and CACHE area
» Application directories of the server and the client

* The etc directory of the server containing the configuration files

Update Requirements
The following requirements have to be fulfilled for the update:
*  Computer hardware meets minimum requirements.
* The operating system has to be installed and meet minimum requirements.

* The logged-in user has administrator rights at operating system level.
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* The logged-in user has to have the right to write in the Windows registry.
* The logged-in user can write to the swindir%\system32 directory.

* The logged-in user has to have write access to the installation directory and to
all subdirectories.

* Adequate directory sharing properties allowing client workstations to access
the local client: Read access is required.

= All files to be replaced are currently not used. To make sure of this, close all
enaio® applications and all applications that lock enaio® components, e.g. MS
Word, Outlook, etc. In addition, all network user sessions must be closed to
ensure that enaio® components are not locked due to network access.

= Hash values must be SHA-256-coded for checking for identical documents
and for enaio® DocumentViewer.

If document files were last edited in a version earlier than 5.20, no
hash values or MD4-coded hash values are available for these
documents. In this case, check the hash values using the automatic
action 'Hash check'. If documents are not SHA-256-coded, you
must create new hash values for these documents with the
automatic action 'Sign'.

The actions can be executed before or after an update.

Further information about the automatic actions can be found in
the Administration handbook.

Update Without Maintenance Mode

enaio®

Updates should always be run in maintenance mode. If you wish to update a
version earlier than enaio® 7.50, please contact the OPTIMAL SYSTEMS consulting
team.

Proceed as follows to execute an update without maintenance mode:

1. Execute the script nomaint.vbs in the setup directory. It disables the
maintenance mode.

Alternatively delete the following key in the Windows registry
editor:

HKLM\Software\Microsoft\Windows\CurrentVersion\Uninsta
11\ {3a8aaadc-193c-4aca-8b05-b1la55b993e27}

2. Start the setup.
The language selection dialog opens.

3. Select a setup language and confirm with OK.
The Welcome dialog will open.

4. Click Next.
The Installation type dialog will open.

5. Select the Update radio button.
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The dialog indicates that all applications should be closed.

Please make sure to exit all enaic® applications before running a client
update,
The application server will be stopped automatically.

Continue Setup?

6. Confirm the dialog with Yes.
The Installation options dialog will open.

Installation options

Select more inztallation options:

[]Back up system files

[]5ave existing wersion.

IrztallS hield

| < Back || Mext » || Cancel |

7. Ifrequired, enable the backup of system files and the previous version and
click Next.

Files of a previous version will be saved in the local temporary directory. System
files will be copied into the installation directory and into the sysbackup
subdirectory.

The Select destination path dialog will open.

Select destination path

enaio® will be installed in the following location:

Destination folder

C:\Program Files s38I\IPTIMAL SYSTEMS\ISECH

InztallS hield

< Back || Mext » | | Cancel |
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8. Enter the path to the previous installation and click Next.

You have the option to include components which have been
installed in other directories in the update.

enaio® Update “

If further components are located under a different path (drive),

it can now be specified.

Do you want to specify a different path in order to update additional
components?

9. Ifyou have installed the components in different directories, click Yes and
repeat step 8, otherwise click No.

The Select application folder dialog will open.
10. Select the program folder which contains the components to be updated.

The program folder is not created. An entry is created in the
program group upon subsequent installation of network
components on this computer.

The Installation data dialog will open, showing the components
that are updated.

11. Click Next.
The update is executed. Current components are then installed.
The database tables are adapted when the enaio® server is updated.

12. If a network setup is required, you will be advised to execute it on the
enaio® client computers.

The update without maintenance mode only recognizes enaio®
modules but not installed third-party components. It is important
that the lead tools are updated as required for the new enaio®
version, in order to guarantee perfect display and editing of
documents in enaio® client.

13. Confirm by clicking OK.
The corresponding dialog shows that the update is complete.
14. Click Finish.

You are informed that a patch for the enaio® version you've just
installed may be available.
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enaio® 8.00 u

The installatien of enaic® on your computer is complete,

A newer version of some features may be available.

Please contact your software manufacturer to get updates and patches
and run them afterwards.

15. Click OK.

This completes the installation.

Update in Maintenance Mode

In the initial installation of enaio®, setup adapts the registry of the computer so that
subsequent installations are automatically executed in maintenance mode.

Maintenance mode facilitates simple addition, updating, and removal of enaio®
components.

In contrast to the update without maintenance mode, not only enaio® components
are recognized but also installed third-party components. Hence, the lead tools are,
for example, also updated as required for the new enaio® version.

At initial installation the setup-maintenance program is not available.

In maintenance mode the following options are selectable:

* Modify: Use this option to install new application components or remove
components selected during the previous installation.

= Update: Use this option to bring the current installation up to date. It can be
used for repairing existing installations by copying the existing installation
files again.

= Remove: Use this option to remove the enaio® installation. This cannot be
done via the Software entry in the Windows Control Panel.

The following installation actions are not possible in maintenance mode:
* Adding a new enaio® server to a server group.

* Creating a new server group with a new enaio® server.

=  Setting up a new cluster service.

* Installing further enaio® versions.

Execute an update with maintenance mode as follows:
1. Start the setup.
The Welcome dialog will open.
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Welcome
Modify, repair, or remowve the prograrm.

‘welcome in the setup maintenance program of enaio®. “WWith thiz program you can perform
changes at the curment installation. Select one of the options specified below.

(@) Modify

Select new program components to add or gelect cumently installed
compohents b remove.

() Update

Reinstall all program components installed by the previous setup.

() Remove

@ Remove all installed components.

IrnztallS hield

¢ Back | Mext » | | Cancel

2. Select the Update entry and click Next.

The Information dialog will open, showing which components
will be updated.

3. Click Next.
The update is executed.
The database tables are adapted when the enaio® server is updated.
The corresponding dialog shows that the update is complete.

4. Click Finish.

You are informed that a patch for the enaio® version you've just
installed may be available.

The installation of enaio® on your computer is complete,

A newer version of some features may be available,

Please contact your software manufacturer to get updates and patches
and run themn afterwards,

5. Click OK.

This completes the installation.

enaio® client-updater

With enaio® client-updater, you can update all enaio® components that are located
in the subdirectories admin, asindex, and client32 of the application directory
...\OSECM\clients.

Applications that are not in these directories, such as enaio® server and the core
services, can only be updated using the enaio® setup.
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Use of enaio® client-updater is optional. enaio® setup can also be used to update
the enaio® components as usual (see 'Update Without Maintenance Mode').

The enaio® client-updater executable axClientUpdater.exe is located in the
components\OsClientUpdater directory of the installation data, along with the
manual explaining its installation and use (0s_Clientupdater de.pdf).

Version Notes

If enaio® client is run under Windows 7 or Windows 8.x, there may be display
errors on the enaio® client user interface in RDP sessions with the disabled option
Visual styles, and in Citrix sessions. To avoid these display errors, it is
recommended to set the user interface of Windows operating systems to the
Windows Aero Theme.

SP Directory

Patch

enaio®

The SP directory on . . .\Disk1 contains the latest files. In these files, errors found
after distribution of the respective version have been rectified. The SP directory is
only valid for the respective enaio® version including the service pack in which it is
located.

To install the latest files in your system, start the setup and execute an update in
maintenance mode (see 'Update in Maintenance Mode'). Up-to-date files will be
consequently copied from the SP directory into the respective directories.

In addition, patches are regularly provided that allow files and hotfixes to be
installed silently (see 'Patch’).

After release and only if necessary, further adaptions to the components are
provided by patches.

Patches can be downloaded from the OPTIMAL SYSTEMS partner portal, the
service portal for partners and customers of the OPTIMAL SYSTEMS group.

It is possible that a patch is already included in the patch directory of the
installation data you received or downloaded. In this case the installation wizard of
the patch will be started automatically after the execution of the enaio® setup
allowing you to install the patch.

A new patch always contains all the files that were included in previous patch
versions. The patch version is indicated in the file name. A patch file name has the
following structure: OSECM Patch x.y.zzzzz.exe

Here % .y stands for the enaio® version and zzzzz stands for the build number. The
build number increases with every new patch version.

A patch installation will only replace the files of the existing version that have
changed in the current version with new files. Updating the software to a newer
version using a patch is not possible.
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Before replacing, it is checked whether adequate file versions are available at patch
installation. If this is not the case or a newer patch was already installed, no files will
be replaced. The patch installation is canceled and the wizard notifies you, that
installed components have a wrong version.

After executing the enaio® setup installation file setup.exe, you will always be
informed whether a new patch is available for the newly installed enaio® version.

enaio® 8.00 H

The installation of enaie® on your computer is complete,

A newer version of some features may be available.

Please contact your software manufacturer to get updates and patches
and run them afterwards.

After installing a patch, the enaio® setup can no longer be executed by double-
clicking the setup.exe installation file, since it now contains obsolete data. To
install additional components, modify the installation, or uninstall components,
you must start the installation wizard from the control panel (Programs >
Programs and Features > OS|[ECM > Change).

Alternatively to the patch mechanism, it is still possible to use the hotfixes and files
in the SP directory to update an installation via the enaio® setup (see 'SP
Directory").

Note that, as soon as an installation has been patched, the ...\SP directory will not
be read out during future updates anymore. A patch installation cannot be undone.

Subsequent Installation of Components

enaio®

Subsequent installation of components is only possible in maintenance mode (see
'Maintenance mode').

You can add enaio® components subsequently as follows:
1. Start the setup.
The Welcome dialog will open.
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Welcome
Modify, repair, or remowve the prograrm.

‘welcome in the setup maintenance program of enaio®. “WWith thiz program you can perform
changes at the curment installation. Select one of the options specified below.

®) Modif

Select new program components to add or gelect cumently installed
compohents b remove.

() Update

Reinstall all program components installed by the previous setup.

() Remove

@ Remove all installed components.

IrnztallS hield
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2. Select Modify and click Next.

The Select components dialog will open, showing the currently
installed enaio® components.

5Select components
Chooze the components setup will install

Select the components you want to install, remove the components you do not want to install

=1 enaio® : Client components -~ Dieseription

ient This will install enaio® : Client.
enaio® : Admin
enaio® : Capture
[w] Directory netwark setup
[Jenaic® : TAPI integration

- [] enaic® e-mail search
[ enaio® : Communicator
-] enaic® ; Partable Client

Inztalls hield

| < Back || Mext » || Cancel |

3. Select the components that you would like to add and click Next.

Do not deactivate already installed components as they will be then uninstalled.
This option may be used to remove single components.

Subject to the selected components required installation steps will
be performed.

4. Follow the installation instructions and click Finish to complete the
installation.

This completes the installation.
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Attachment

Installation Instructions for Systems not Using Western
European Code Pages

enaio®

enaio® was approved and released to be used on Windows operating systems using
the 1252 Windows Western European code page. If all components of an
infrastructure use the same 8-bit code page, enaio® projects performing just a
limited range of functions may be realized exclusively after consultation with and
technical review by the professional service and development team of OPTIMAL
SYSTEMS GmbH, respectively. The deployment of enaio® in infrastructures with
different code pages is not supported. The infrastructure includes all computers
involved in enaio® data processing, in particular, application computers, enaio®
servers, and database servers.

Installation — Language Adjustments

As enaio® server and enaio® client work with different code pages, these must be
adapted before installing the enaio® software. This adjustment must take place
before the installation of the MS SQL database or the Oracle database. All systems
must use the same Regional and Language Options. System synchronization is
performed on the Windows server on which the database server and enaio® server
will be installed later.

Open the Regional and Language Options on the server.

Start > Settings > Control Panel > Regional and Language Options
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‘: Region and Language [ x|

Formats | Location I Keyboards and Languages | Administrative |

Format:

r Date and time formats

Short date: [ dMAyyyy =]
Long date: [ dddd, d MMMM yyyy |
Short time: [ hzmm tt =l
Long time: [remmiss 1t =l
First day of week:  |Aeuvépa |

What does the notation mean?

—E |
Examples

Short date: 27/8/2014

Long date: Tetapn, 27 Avyotorou 2014
Short time: 2:27 pp

Long time: 2:27:45 pp

Additional settings... |

Go online to learn about changing languages and regicnal formats

ok | cancel | opy |

On the Regional Options tab, set the language to the same language used in the
client (Greek in this case). The location must also be changed (to Greece here).

Then open the Advanced tab.

Numbers ICurrEl‘ICY I Time | Date I

Example

Positive: |13-455-?89,00 Negative: I*lB.456.?89,00

Decimal symbol: II

Mo. of digits after decimal: |2

Digit greuping symbol: I .

Digit greuping: |123.456.?89

Megative sign symbol: I -

Megative number format: |-1,1

Display leading zeros: ID,?

List separator: I :

Measurement systerm: IMetric
Standard digits: |0123456?89
Use native digits: INe\rer

Click Reset to restore the system default settings for

numbers, currency, time, and date.
oK I Cancel | Al |

Euuuuuuuuuuu

Change the language as before (to Greek again here). Make sure all checkboxes are
selected under Code page conversion tables.

Also select the checkbox under Default user account settings. Confirm changes with
OK and follow the instructions on the monitor.

Having applied all changes, restart the server.
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enaio®

Now, the regional and language options have to be same for enaio® server and
enaio® client.

Keyboard Adjustment

Besides identical language options, enaio® server and enaio® client must also use
the same keyboard input language. These settings are set using the language
options. Open these in the following way:

Start > Settings > Control Panel > Regional and Language Options > Languages >
Details

Database Server Installation and Database Creation
SQL Server and Database
If Microsoft SQL server 2005 is used, proceed as follows.

The MS SQL server installation requires computer names not to be set up with
country-specific characters.

The database server can only be installed once the language options have been
adjusted accordingly (see 'Installation — Language Adjustments').

When installing the MS SQL server, the language of the collation designator must
be changed to match the system language.

i';‘!rl' Microsoft SQL Server 2005 Setup

Collation Settings
Collation settings define the sorting behavior For wour server,

I~ Lustomize For each service account:

i+ Collation designator and sort order:

IGreek j

r Binary - Einary - code poink
l- Case - sensitive |- Kana - sensitive
¥ Accent - sensitive [~ width - sensitive

" 50U collations (used for compatibilicy with previous versions of SQL Server)

Binary order based on code point comparisan, For use with the 50 (Multilingual]ﬂ
Strict compatibilicy with wersion 1.x case-insensitive databases, for use with the
Cickionary order, case-sensitive, For use with 1252 Character Set,

Dir{innaru rridar. rase-insensitive, Lnnercase nreference, For se wikh 1?!—'.?!."_}1':'
4 13

Help | = Back, | Mext = I Cancel |

In our example, the system language is Greek, so change the collation designator
language to Greek.

Page 68




enaio® Installation Subsequent Installation of Components

E Mew Database ==] 3
Seleclapa g Script - w Help
A4 General
g ips LCaollation: |<sewer default: j
Recovery model: IFuII j
Compatibility level: I SOL Server 2005 (90) j
Other options:
E Automatic =
Auta Close Falze
Auto Create Statistics True
Auta Shiink Falze
Auto Update Statistics True
Auto Update Statistics Asynchronously Falze
= Curszor
Cloge Curgor on Commit Enabled Falze
Drefault Cursor Global
E Miscellaneous
AMSIMULL Default Falze
2 ANSINULLS Enabled Falze
AMS| Padding Enabled Falze
Server: AMSI W amings Enabled False —
GRAMOS-73 Avithmetic Abart Enabled False
Canmection: Concatenate Mull Yields Mull Falze
suzadm Crozz-databagze Ownership Chaining Enabled | Falze
X X . Drate Carrelation O ptimization Enablad False
¢ Yiew connection propertiss Murneric: R ound-abort Falze
Parameterization Simple -
:
ANSI| NULL Default
Ready

oK I Cancel |

4

This setting can be checked by use of the database properties displayed in the next
illustration.
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'. Database Properties - asdb

12 General

15 Files

_’@i Filegroups

& Dptions

12 Permissions

27 Extended Properties

122 Miroring

f Tranzaction Log Shipping

Connection

Server

GRAMAS-7I

Connection:
spzadm

2 Wiew connection properties

Progress

Ready

Subsequent Installation of Components

- [O] x|
Seleclapage L8 Seipt ~ I Help

ERE

E Backup

Last D atabaze Backup Mone
Last Databaze Log Backup Mare

B Database

asdb

Shatug Mormal
O GR-AMOS- 7S dministratar
[ate Created 0242008 11812 pp.
Size 20,00 kB
Space &vailable 0,38 MB
Murnber of Users 5

E Maintenance
Collation Greek_[Cl_a5

Name

The name of the database.

Oracle Database Server and Database

If you use an Oracle database, carry out instructions as follows.

The database server can only be installed once the language options have been
adjusted accordingly (see 'Installation — Language Adjustments’).

Run an advanced installation to install the Oracle database server.
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Oracle Database 10g Installation - Installation Method

Select Installation Method

T Basic Installation

FPerform full Oracle Database 10g installation with standard configuration options reguiring minimal input.
This option uses file system for storage, and a single password for all database accounts.

Oracle Home Location: |C:‘torac|elpr0duct‘t1 0.2.mdhb_1 Ermwae...

Installation Type: [Enterprise Editiar i1.2GE) ]

B Create Starter Database (additional 720ME)

Global Database Mame: Iorcl

Database Password: I Confirm Password: I

This passwaord is used for the SY'5, SYSTEM, SYSMAN, and DESNMP accounts,

® Advanced Installation
Allows advanced selections such as different passwaords forthe S5, SYSTEM, SYSMAN, and DESNMP
accounts, database character set, product languages, automated hackups, custom installation, and
alternative storage options such as Automatic Storage Management.

Help Back _. et Install Cancel
ORACLE"

The database will be created later on during the installation. It is important that the
database receives a system-dependent character set. In our example, this is once
again Greek.

S Oracle Universal Installer: Specify Database Configuration Options H=] I

Specify Database Configuration Options

Database Naming
A Glohal Database Mame, typically of the form "name.domain”, uniguely identifies an Oracle database. In
addition, each database is referenced by at least one Oracle Systemn [dentifier (SI0). Specify the Glohal
Database Mame and SID for this database.

Global Database Narne:  |asdh giD:  |asdb

Database Character Set
The database character set determines how character data is stared in the database. The default is hased
onthe operating system language. Select Unicade (AL32UTFS) ta stare multiple languages.

Select Database Character set: Greek ELBMSWINT253 =

Database Examples
You can choose to create a starter database with or without sample schemas. hlote that vou can plug in the
sample schemas to your existing starter database after creation. See "Help® for more details.

™ Create datahase with sample schemas

Help )I Installed Products... JI Back [N ext Inatall Cancel
ORACLE’ |

Customize the Client PC

Depending on the operating system language the setup will install the German,
English and French Redistributable Packages. Install the Redistributable Package of
the respective language in case another operating system language has been
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selected. Further Redistributable Packages can be downloaded on the following
Web page:

http://www.microsoft.com/en-us/download/details.aspx?id=5582

For languages that are not listed install the English Redistributable Package version
x86. This can be found in the Prerequisite directory of the installation data.

Configuration

Language Settings

You can change the language of the user interface in enaio® client to English or
French. The language of the object definition must also be English or French,
respectively. To find out how to change the language of the user interface and the
object definition in enaio® client, please refer to the 'enaio® client' handbook.
enaio® administrator and enaio® editor adopt the language settings of enaio®
client.

When using an operating system with non-Western European code pages, specific
tra files must be used to receive correct English display. By default, these are
installed and available for the following applications:

" enaio® client

" enaio® administrator

= enaio® editor

= enaio® capture

= enaio® file-system-archiver
* enaio® manager-for-logfiles
" enaio® protocol-viewer

"  enaio® service-manager

= enaio® server-monitor

* enaio® administrator-for-workflow
*  enaio® editor-for-workflow
* enaio® workflow-script

When using an operating system with non-Western European code pages, specific
tra files must be used to receive correct French display in the following applications:

= enaio® client

= enaio® editor

= enaio® capture

= enaio® administrator-for-workflow
= enaio® editor-for-workflow

*  enaio® workflow-script
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The following examples show how to launch enaio® applications that use the
specific tra files.

For enaio® client, the German axcyr. tra file, the English axcyr eng.tra file, and
the French axcyr fra.tra file are copied to the application directory
.\OSECM\clients\client32. The client is then launched as follows:

"C:\Programme\OPTIMAL SYSTEMS\OSECM\clients\client32\ax.exe" -

TRA axcyr
For enaio® administrator, the files axadmincyr.tra and axadmincyr eng.tra are
copied to the application directory ..\0SECM\clients\admin. The administrative
program is then launched as follows:

"C:\Programme\OPTIMAL SYSTEMS\OSECM\clients\admin\AXAdmin.exe" -

TRA axadmincyr
Forenaﬂfgedﬁonthefﬂesaxgreditcyr.tra,axgreditcyr_eng.tra,and
axgreditcyr fra.tra are copied to the application directory
.\OSECM\clients\admin. The editor component is then launched as follows:

"C:\Programme\OPTIMAL SYSTEMS\OSECM\clients\admin\AxGrEdit.exe"
-TRA axgreditcyr eng
For enaio® start, the files axadmincyr.tra and axadmincyr eng.tra are copied to
the application directory ..\OSECM\clients\admin. enaio® start is then launched as
follows:

"C:\Programme\OPTIMAL SYSTEMS\OSECM\clients\admin\axauto.exe"
/TRA axadmincyr

Note that the parameter syntax for calling up enaio® start differs slightly — a
forward slash is used instead of a hyphen.

All applications are launched without .tra appended.

For example, to launch enaio® applications such as enaio® capture with the special
tra files without using command line parameters, remove the original tra files
axindex.tra,axindex_eng.tra,andaxindex_fra.traiionltheapphcaﬁon
directory ..0SECM\clients\asindex, and rename the files axindexcyr.tra,
axindexcyr eng.tra,and axindexcyr fra.tra in the same directory to

axindex.tra,axindex_eng.tra,andaxindex_fra.tra

The tra files for enaio® manager-for-logfiles and enaio® protocol-viewer are copied
to any directory containing enaio® components during installation. For that reason,
you must replace the original tra files in all directories with enaio® components.

The following table presents the tra files for which special tra files are available plus
the program directory in which the original tra files must be replaced.

Application tra files Directory ‘

enaio® client ax.tra ...\clients\client32
ax_eng.tra
ax_fra.tra

enaio® administrator axadmin.tra ...\clients\admin
axadmin_eng.tra
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axwfscript_eng.tra

axwfscript_fra.tra

enaio® editor axgredit.tra ..\clients\admin
axgredit_eng.tra
axgredit_fra.tra
enaio® capture axindex.tra ..\clients\asindex
axindex_eng.tra
axindex_fra.tra
enaio® file-system-archiver axFsArch.tra ..\clients\client32
axfsarch_eng.tra
enaio® manager-for-logfiles axprotocolcfg.tra ..\clients\admin
axprotocolcfg_eng.tral...\clients\client32
..\clients\asindex
..\server
enaio® protocol-viewer axrptview.tra ..\clients\admin
axrptview_eng.tra ..\clients\client32
..\clients\asindex
..\server
enaio® service-manager axsktray.tra ..\server
axsktray_eng.tra
enaio® server-monitor axsvemr.tra ..\server
axsvemr_eng.tra
enaio® administrator-for-workflowaxwfadm.tra ..\clients\admin
axwfadm_eng.tra
axwfadm_fra.tra
enaio® editor-for-workflow axwfedit.tra ..\clients\admin
axwfedit_eng.tra
axwfedit_fra.tra
enaio® workflow-script axwfscript.tra ..\clients\admin

As soon as you update your enaio® installation, you must again delete all tra files

and rename the tra files names.

Creating Users

Users can be created with the language-specific character set or with Latin

characters.
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Object definition

The object definition can be also created with the language-specific character set as
such entries will be transcribed. To do so, the object language English or French
must be added.

To guarantee correct functionality objects must be named in German, English and
French.

workflow

As in the object definition in enaio® editor, the forms in enaio® editor-for-
workflow can also be provided with the language-specific character set. However,
the English character set must be used for for variable names. Process steps can be
provided with country-specific names.

Full text

You can install the full text services to enable full text functionality. Thus, full text
queries can be issued against index data and document contents. The search
language does not matter here.

Date, Time, and Number Formats

Once the installation is complete, time and number formats are saved in the same
format as set up on the server in the Regional and Language Options menu. To use
the formats of the respective client, change the UseUserLocaleDate and the
UseUserLocaleNumber settings in the server's registry entries accordingly. These
can be found in enaio® enterprise-manager under Registry entries > DMSOptions.

E-mail archiving
When adding an e-mail object to the object definition in enaio® editor, the

necessary e-mail object fields are preset. In doing so, adjust the field names to the
respective language Do not change the internal name, however.

As the systems do not use Western European code pages display errors of umlauts,
such as 4, 0, U, 3, and special characters may occur if these are used in e-mail texts
or subject lines.

These characters are not shown if used in index data and when showing e-mails in
IMAP format. When archiving an e-mail in msg format, only index data including
these characters will not be depicted correctly. The e-mail itself will be displayed
correctly in the corresponding default e-mail program.

ADO CursorType

enaio®

The ADO CursorType was set to 'Dynamic' for versions up to and including
version 7.50. After the 7.50 hotfix version, it is set to 'ForwardOnly' for new
installations.

Updates will not change the ADO CursorType.
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If you installed enaio® for the first time with a version earlier than 7.50 hotfix,
please check the ADO CursorType setting in enaio® enterprise-manager via Server
properties > Category: Data > ADO database access.

We recommend the ADO CursorType 'ForwardOnly." If you have any questions,
please contact the consulting or support teams.

The Configuration File 'asinit.cfg'

enaio®

The configuration file asinit.cfg contains the connection data for the
enaio® server. During installation, the file is installed in each client directory with
the connection data entered. As a rule it must not be modified.

If clients should connect to different servers when starting, such as a test system or
a production system, or if multiple severs are installed in a group or multiple server
groups, then the configuration file asinit.cfg must be adapted accordingly.

An example of a configuration file for connecting to a server:

[ARCHIV]

COMSTRING=<ip>#<port> Computer name or IP address of the computer
on which the enaio® server is installed, and the
port, and the cluster address in the event of
clusters.

COMMODULE=axavapps.dll Preset entry for all configurations

[REGISTRATION] Area for modules to register when starting

MODULEO=oxvbscript.dll The modules are entered automatically

MODULEl=axaddxmltree.dll according to the installation options.

MODULE2= .. If no registration is necessary when starting, the
following can be entered in the [archive] area:

NOREGISTER=1

Optionally the [CLIENT] area can be added with the following entries:

[CLIENT]

OSTEMP= The OSTEMP directory for temporary data is
created as a default within the user-specific
temporary directory.

Example:
C:\Users\<User>\AppData\Local\Temp\
You can enter a different directory.

MAXREQUESTTHREADS= The number of threads or database connections
MAXPOOLEDDBCONNECTIONS= may only be entered when authorized by the
support or consulting team.

Entries only apply for enaio® client.
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Example of a configuration file for connecting to different servers via a selection

dialog:
[ARCHIV]
COMSTRING=<ip>#<port> Default server
[SERVER] Area for the available servers
SERVERO=<ip>#<port> Integrated numbered list of servers. A label which
Production is also shown in the selection dialog can be
SERVER1=<ip>#<port> attached‘
Test

Server wahlen...

E010 Produktiv

G020 Test

Standard Beenden

Example of a configuration file for connecting to a server from a server group:

[ARCHIV]

COMSTRING=GRUPPE Entry of any group label; the group
may not be labeled with 'SERVER.'

[GRUPPE] Area for the available servers in the

server group.
SERVERO=<ip>#<port>, <probability> Integrated numbered list of servers in

SERVER1=<ip>#<port>,<probability> the group with connection probability
in percent.

Example of a configuration file for connecting to one of multiple server groups
using a selection dialog:

[ARCHIV]

COMSTRING=GRUPPE1 Default server group for the selection
dialog.

[SERVER] Area for the available servers in the
server group

SERVERO=GRUPPE_A Integrated numbered list of server

SERVER1=GRUPPE_B groups. An area is created for each
server group.

[GRUPPE_A]
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SERVERO=<ip>#<port>,<probability>
SERVER1=<ip>#<port>,<probability>

[GRUPPE B]
SERVERO=<ip>#<port>,<probability>
SERVER1=<ip>#<port>, <probability>
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Integrated numbered list of servers in
the group with connection probability
in percent.

Integrated numbered list of servers in
the group with connection probability
in percent.

If only one server is in a group, then
the connection probability does not
have to be specified.
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